CONTRACT NO. 98989

STATE OF ILLINOIS
DEPARTMENT OF TRANSPORTATION

PAINT DETAILS

TOTAL

ROUTE | SECTION | COUNTY | gypers

SHEET
NO.

VARIQUS * VARIOUS 31

FED.ROAD DiST.NO.? l ILLINDIS |

* D9 BRIDGE PAINTING 2007-1

Bridge |Structure Nu(r)r;ber *Galv. |Exterior| Air stimated
No. No. . Bearings| Color |Monitor|Fgint Are
Deck Joints ($q. Ft

\ /

1 002-0003 2 YES Gray NO 17600
2 002-0004 2 YES Gray NO 1760,
3 041-0069 n/a NO Green YES 74008
4 041-0080 2 NO Green YES /3400 \
5 091-0060 2 NO Green YES / 5700

*Galvanized bearings at Beam Ends shall be cleaned by Brush Blasting, touched up
with OZ primer, and painted with Epoxy /Urethane according to the requirements of

Paint System 1.

COLORS
Green: Interstate Green, Munsell No.7.5G 4 /8
Gray: Gray, Munsell No.5B 7/1

NOTE:

PAINT QUAN ARE_ONLY ESTIMATES FOR GENERAL REFERENCE AND SHOQUILD-.NO¥BE-USED
FOR BIDDING PURPOSES. THE CONTRACTOR™S—RESPQNSIBIF-FOR VERIFICATION OF QUANTITIES
BEFORE SUBMITTING _A_BID-FOR-TUNMP SUM ITEMS. ADDITIONAL STRUCTURE-CQNSTRUCTION PLANS

~VHi—BE"MADE AVAILABLE AT THE CONTRACTOR'S REQUEST. —

Rev.




